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FEATURES

-Easily removable 24 ampere-hour maintenance free power cells
-Adjustable seat height

-360 degree swivel seat, lockable in any position

~Rear wheel drive

-Dynamic & regenerative braking

~-AmigoTech Electronic System

-Silent, variable speed, solid state controller

=24 volt, permanent magnet, heavy-duty DC motor with built-in gear
box.

-Power cell status LED light, located on front wheel cover.
-Power On/0ff switch, operated by thumb control lever on handle.
-High strength aluminum platform

-High impact ABS covers

-Rear wheel parking brake

-Heavy-duty, rugged differential

~Molded rubber, protective bumper

-Sturdy, removable handle

~Rear bumper is a convenient lift handle
~Non-marking, universal tread tires
~Variable-speed control setting up to 4.5 mph
-Sturdy, padded arm rests

~Formed, padded Clarin Seat with arms
~Slip~guard floor mat

-Angled footrest

-AmigoLift Power Seat (optional)
-Wide-Track duals with quick release pin
-Uncluttered control handle
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. SAFETY /TIPS AND HELPFUL(HINTS ~— '
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-Do not carry passengers.

~Vehicle is not suitable for street traffic.

-Do not back down an incline.

-Do not sit on the unit in a moving vehicle, even when it is
secured.

~Always turn the power switch to the "OFF" position by placing the
thumb control lever at S0 degree angle to the handle, and apply the
parking brake when transferring onto or off the unit.

-Have AmigoLift Power Seat in lowest position when driving your
unit.

-Do not operate your unit with the seat in the unlocked position.
~Always place thumb control lever at a 90 degree angle to the handle

when not in motion, to turn off power switch.

~Always apply the parking brake before operating the Amigolift Power
Seat. ! S
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WARNING

» DO NOT operate this unit until you have
read the Owner's Manual. NOTE s

* DO NOT exceed 250 Ib. operator wt. DO NOT operate the AmigoLift Power Seat

» DO NOT operate outdoors or on inclines without applying the parking brake first.
withcut dual rear wheels.

= DO NOT operate on any incline over one
(1) inch rise in twelve (12} inches of
length.

* DO NOT make sharp turns at high speed
or on inclines, or reverse direction
abruptly.

» DO NOT back onto any surface change.




ASSEMBLY INSTRUCTIONS

Your Amigo Rear Wheel Drive unit is shipped to vyou
practically ready for wuse. The unit is packaged
in one box. The box contains the seat, main frame,
wide-track duals, power cell charger, handle and
two power cells. When unpackaging, <check the
contents o©of the Dbox to be sure that nothing is
missing. Remove <the packing materials and all
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SEAT POSITIONING ADJUSTMENT

For added comfort ang convenience, the seat can be
moved closer to or farther away from the handle,
To do this, the rear housing has to be removed and
the lower seat post will have to be reversed.

t will move the post approximately 3" to  the
front or rear, depending on which way it is
turned.

NOTE:
We do not recommend using the seat in the forward

position while wusing a bent handle. This could
cause actuation of the thumb control while rotating

the seat. Please exercise caution and turn the power

off whenever the unit is not in motion or when
transferring.

INSTALLATION AND REMOVAL OF WIDE-TRACK DUALS

For added stability and traction, especially for

» use outdoors and on uneven terrain, you must use

the Wide-Track Duals provided with your unit. The
duals are easily removable for maximum
maneuverability indoors.

To remove and re-install +the outer Wide-Track
Duals, use the following procedures:

REMOVAL OF WIDE-TRACK DUALS (Fig. 2)

Grasp the outer wheel with both hands while
depressing the small button at the center of the

quick release pin with your thumb. Pull the wheel
toward you to remove.

INSTALLATION OF WIDE-TRACK DUALS (Fig. 3)

1. Remove center cap on the rear drive wheels,

2. Depress button in the quick release pin in the
center of the outer dual wheel. Holding the
dual wheel and pin, bring it toward the drive
wheel.

3. Guide the bore coupling into the center hole of
the inner drive wheel.

4. Turn the outer wheel so that the dual wheel
coupler on the inside face lines up with the
the bolt hole in the drive wheel casting,

5. Push the outer wheel in until the button of
the quick release pin snaps out and the wheel
cannot turn in either direction separate from
the inner wheel.

6. Make sure that the wheel is securely attached
try to pull out the dual wheel to insure it
will not come off.

NOTE: To ease the removal and installation of the
wide-track dual wheels, tilt the RWD to either
side,
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